
Product Code: Product Range: Issue Date:

ACP277CM2XMUA Consumer Units,High Intergrity Dual
RCD,Metalclad

25/10/2026

 
 

  Description:
2 + 7 + 7 Dual Type A RCD High Integrity Metalclad
CU with 10 MCBs

Features:

Supplied with 2x 80 A 30mA Type A RCDs, 1 x
100A DP isolator and full complement of earth an
Complete with 2x 6A, 1x 10A, 2x 16A, 1x 20A, 3x
32A and 1x 40A B Curve 6kA MCBs
Amendment 3 compliant
Non-combustible enclosure

  

 Technical:

 Height 220 mm

 Width 489 mm

 Depth 110 mm

 Colour Matt White

 Current rating 100 A

 Board configuration 2 + 7 + 7

 Busbar rating 100 A

 Cable entry Selection of Knockouts / Cutouts

 Compliance BSEN61439-3

 Guarantee 25 Years

 Incoming device 100 A Isolator

 Incoming terminal capacity 50 mm2

 Ip rating IP4Xc

 Material Steel

 Mounting Surface

 Number of modules 22

 Number of outgoing ways 16

 Packaging types Each

 Rcd type Type A

 Standards BSEN61439-3

 Supplied with 1x 10A,1x 20A,2x 16A,2x 6A,3x 32A and 1x 40A B
Curve 6kA MCBs

 Tripping sensitivity 30 mA

 Voltage rating 230 V

 Unspsc 39121309
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